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REFERRED TO LOW WATER DATUM OF 569.2
FEET. HORIZONTAL CONTROL IS REFERRED
TO OH10 NORTH ZONE.

PROJECT DEPTHS ARE 20.0 FEET IN LOWER

E
CHANNEL, 27.0 FEET FROM STA. 50+00.
TO 400 FEET FROM THE UPPER END OF THE RIVER.

THE FILES USED [N THE PREPARATION OF
THIS DRAVING ARE ON_DISKs HARBOR 20
FILESs LOROGPCVHI012-2,DGN
LOROGPCV-HP ., OGN
SOUNDINGS TAKEN BY D, WITMER AND PARTY
ALL SOUNDINGS FOR THE LORAIN HARBOR

AND BLACK RIVER WERE TAKEN FROM
APRIL 12, 2006 THROUGH APRIL 18, 2006.
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Note
This file is the Project Condition 2006 sounding sheet 2 of 2 (Inset) of the Lorain Harbor and shows the  upper end of the Black river including the turning basin to 1500 feet down river. The down river section is narrowed by shoaling as per the red soundings. The Turning Basin and adjacent channel is shoaled in by 1 to 3 foot shoals in places.


h5cospan
Note
This file is the Project Condition 2006 sounding sheet 2 of 2 of the Lorain Harbor and shows from 1500 feet below the turning basin at the upper end of the Black river down to the Rail Road Bridge.  The River Channel is narrowed down as per the red soundings along the edge.



